! | www.osee-dig.com
| | www.oseeamericas.com

1000 Meters Wireless Video Transmission

(WVT-501T Transmitter WVT-501R Receiver)

OSEE’ s WVT-501 wireless video
transmission set features 1000
meters 1080p60 transmission. The
transmitter accepts SDI and HDMI
input and the SDI signal can be
looped out; the receiver features
2ch SDI and 1ch HDMI outputs
simultaneously. Moreover, the unit
is compact and light weight. It is
; ideal for on—site shooting, director
\ - ! monitoring, live telecasting and
program production.
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| Features

* 1000 meters line of sight range

® 1080p60 transmission with visual lossless

¢ 3G/HD-SDI and HDMI input/output

* MIMO-Beamforming Technology

* 11 User Selectable Channels

e Cross conversion from HDMI to SDI, or vice versa

® Standard equipped with battery plate

® Rugged CNC aluminum, Durable enclosure
® Supports TALLY (Optional)
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| Specifications

SDI IN; SDI LOCP CUT; HDMI SDIM1 OUT; SDI2 OUT; HDMI
IN(Type A); 4 Antenna Ports; OUT(Type A); 4 Antenna Ports;
DC IN (2 Pin Female); TALLY DC IN (2 Pin Female); TALLY
OUT (3.5mm) ~IN (3.5mm)

4x4MIMO, support Beamforming technology

7-17vV DC

<9W

166L x 105W x 27H(mm)
6.54L x 4.13W x 1.06H(inch)

5509

576P, 480P, 720p 50/60, 1080i 50/60, 1080p24/25/30/50/60

link—Green; VIDEO-Green;

link—Green; VIDEO-Green
TALLY-Red

OLED screen for signal strength and current frequency

5.1-5.8GHz

OFDM

Operation Condition: 0°C to 40°C (32°F to 104°F);
Storage: —20°C to 60°C(-4°F to 140°F)

*Specifications are subject to change without notice.
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